Schedule-C

Declaring Capacity of Petroleum and Petroleum Products and Natural Gas

Pipeline by the Petroleum and Natural Gas Regulatory Board

Date of declaration of capacity by the

Board:

03.07.2014

3

Name of Entity

Reliance Gas Transportation Infros’rrucTure_-LimiTed-

Address and Contact details of

R.K. Dhadddq,
Managing Director — RGTIL,
Reliance Corporate Park, Building No. 7, A Wing,

2 ) , ) .

Entity Second Floor, Ghansoll, Navi Mumbai 400701.
Tel: 022 44770000 Fax: 022 44710065

3 Name of Pipé-line _____T o Ects_’r West Pipe Line (EWPL)
Details of injection/entry point

4 |and delivery/exit points and Please refer Annexure-A
sections on the pipeline
Name of the software pc:é:age |

> used by the entity TGNET/ SynerGEE

¢, |Flow equation used for the panhandle — B Modified
purpose T _
Product Quality
specifications/gas Parameters _

/ considered for the purpose of Please referAnnexure-B
capacity determination
Maximum achievable capacity

8 |of the pipeline under steady 85 MMSCMD
state conditions
Section wise maximum

? |achievable capacity of the Plecse referAnnexure-A

pipeline

Note: The Declared Capacity shall be applicable from 1% Apr'2010 to 31™ Mar' 2011

——eeeee —

Secretary
Petroleum and Natural Gas Regulatory Board



Annexure-A

Table - 1 : Section-wise Capacity of EWPL

Entry Point. . Exit Point - Capacity -[Limiting Parameter Remarks
MMSCMD. |
Tap-off for Spur [89.9]
1 MSCMID h
| Inletto CS-1at OT| fine to GAIL EG CS-01 Rated RPM | 12 MMSCMD flow throug
Section 1 , spur line(C$S-01 Station
(Gadimoga) Network, 6100 discharge 93.7 Barg)
{ Gadimoga {89.9} '

CS-01 running at rated

Tap-off for Spurline [83.1]

. Inletto CS-1at OT| to GAIL EG CS-01 Rated RPM speed
1B Section 1 .
(Gadimoga) Network, 5100 |
Gadimoga {83.1) (Oduru Flow Maximum)

CS-01 running at rated
speed

(Oduru Flow Nil)

(Station discharge 9/.0

Tap-off for Spuriine
to GAIL EG
Network,
Gadimoga

CS-01 Rated RPM
6100

Inlet to CS-1 at OT
(Gadimoga)

3

Section 1

Tap-off for [83.1]
Dedicated Spur line

to LKPPL,

Chevuturu {89.9}

CS501-CS502
segment maximum
pipeling capacity

Inlet to CS-1 at OT
(Gadimoga)

Pipeline section capacity

Section 2 limitation

[83.1]
Tap-off for GAIL CS01-CS02 s : .
Section 3 inlet to C:S"1 at OT DUPL interconnect, segment maximum Pipeline .se_cthn capacity
(Gadimoga) . - : limitation
Ghotsal (89.9) pipeline capacity

Tap-off for Spur
Inlet to CS-1at OT line to GSPL
(Gadimoga) Network,
Kanjanhari

CS01-C502
segment maximum
pipaling capacity

Pipeline section capacity

Section 4 limitation

CS01-CS02
segment maximum
pipeline capacity

Tap-off for
Spurline to Hazira,
Velanja

Inlet to CS-1 at OT
(Gadimoga)

Pipeline section capacity

Section 5 imitation

Tap-off for
Inlet to CS-1at OT | Iinterconnect to
(Gadimoga) GSPL at CS 10A,

CS01-CS02
segment maximum
pipeline capacity

Pipeline section capacity

Section 6 limitation

Bhadbhut

Tap-off for Spur [83.1]
Inlet to CS-1 at OT 1 line to GAIL DVPL

(Gadimoga) network from
CS108, Bhadbhut {89.9}

CS01-C502
segment maximum
pipeline capacity

Pipeline section capacity

Section 7 limitation

—_—

Note: a) [ ] means the maximum possible gas the section can draw at its inlet end with all en-route tap-off and source points
being open.
b) { } means the capacity any section can deliver at the end point of the section with all tap-off and source points en-route
being closed.

£



Annexure-B

COMPOSITION (MOLE %)
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Schedule-C

Declaring capacity of Petroleum and Petroleum Products and Natural Gas

Pipeline by the Petroleum and Natural Gas Requlatory Board

Date of declaration of capacity by the

Board: ,,03.'07,,'2014
] Name of Entity Reliance Gas Transporfation infrasiructure Limited
R.K. Dhadda,

Address and Contact detqils of

Managing Director — RGTIL,
Reliance Corporate Park, Building No. 7, A Wing,

2 |Entity Second Floor, Ghansoli, Navi Mumbai 400701
Tel: 022 44770000 Fax: 022 44710065
3 |Name of Pipeline _ East West Pipe Line (EWPL)
Details of injection/entry point
4 |and delivery/exit points and Please refer Annexure-A
sections on the pipeline
Name of the software packugé |
> used by the entity TGNET/ SynerGEE
; Flow equation used for the Panhandle — B Modified
puIpose
Product Quality
specifications/gas Parameters
/ considered for the purpose of Please referAnnexure-B
capacity determination
Maximum achievable capacity
8 |of the pipeline under steady 95 MMSCMD
state conditions
Section wise maximum -
? |achievable capacity of the Please refer Annexure-C

pipeline

Note: The Declared Capacity shall be applicable from 1*' Apr'2011 to 31 Mar' 2012

©

Secretary
Petroleum and Natural Gas Requlatory Board



Annexure-A

Details of injection/entry point and delivery/ exit point(s) and section of pipeline

Inlet to CS-1 at OT (Gadimaoga)

: .. Minimum Pressure available at OT = 72 Barg
Details of injection/ entry

points: Intet at SHELL, Mora
ii) Minimum Pressure available at Mora = 85
Barg
B. Details of delivery/ exit points:
Description Diameter
P {inch) Leggt_h {Km)

Details of Interconnects
GAIL DUPL Network interconnect{Mhaskel}
GSPL interconnect from €S 10A (Bhadbhut)
GSPL interconnect from €S 10A (Bhadbhut)
GSPL Interconnect from €S 10B (Bhiadbhul)
BGL interconnect {Shamirpet) )

Details of Spurs

GAIL EG Network Spur Line (Oduru) 24 | 30.21
Dedicated Spur line for LKPPL {Kondapalli) 10 9.95
GSPL South Gujarat Spur line {Atakpardi) 30 | 6.65
Spur line for Hazira {Hazira) 28 2?:.?7

GAIL DVPL Spur line (Ankot) 30 16.52




ANNEXURE B
Product Quality specifications / Gas Parameters (Mole %)

Shell-Hazira )
Sr no. HLPL KG Basin
1 [INITROGEN | 0.22 | 0.2344
5 |CARBON DIOXIDE | 0 | 0.3573
3 |METHANE | 93.36 | 97.6817
4 |ETHANE I  6.37 0.9662
5 |PROPANE | 0.05 — 0.427
6 |N-BUTANE 0 | 0.1213
7 [ISO-BUTANE 0 | 0.0826
g~ |N-PENTANE 0.041
g |I-PENTANE 0 0.0431
N HEXANE 0.0281
— 11 |N-HEPTANE 0 0.0111
N-OCTANE 0 | 0.001
N-NONANE | C 0.0017
14 N-DECANE ' 5 0
VV A A l DU
L N I




.. L - o i -
) H ) . - - e PR
: . ", - _'\'. bl L s -
; . . . ] N - ~ et Do . .
M - LT - . T
; . - cn e e T - i
. . . . . iy DR '._“'E'w-\. P - .. A .
h Lo . - . CARLRLEE I FT- FPECIE TR PEE . P .. PR
. . . - m-\-:‘--_ ..: - e L e "
. g  H
. . . T . - - z . Lol

| - Exit Point

Tap-off for Spur
line to GAIL EG
Network,
Gadimoga

12 MMSCMD flow through
spur ine(CS-01 Station
discharge 93.7 Barg)

CS-01 Rated RPM
6100

Inlet to CS-1 at QT
(Gadimoga)

>

Section 1

CS-01 running at rated
speed

Tap-off for Spurline
to GAIL EG
Network,
Gadimoga

CS-01 Rated RPM
6100

Inlet to CS-1 at OT
(Gadimoga)

-

Coiwi tulnesing, T a0
S L A Ty
R Lt

Section 1
{Oduru Flow MaXimum)

C5-01 running at rated
speed
(Qduru Flow Nil}

Tap-off for Spurline
to GAIL EG
Network,
Gadimoga

CS-01 Rated RPM
6100

Inlet to CS-1 at OT
(Gadimoga)

Section 1

{Station discharge 97.0
Barg)

Tap-off for
Inlet to CS-1 at OT| Dedicated Spur
{Gadimoga) line to LKPPL,

C801-C502
segment maximum
pipeline capacity

FPipeline section capacity

Section 2 limitation

Chevuturu

Tap-off for GAIL
DUPL
interconnect,
Ghotsai

Tap-off for Spur
line to GSPL

CS01-CS02
segment maximum
pipeling capacity

inlet to CS-1 at OT
{(Gadimoga)

Pipeline section capacity

Section 3 limitation

CS01-CS02
segment maximum
pipeline capacity

inlet to CS-1 at OT
(Gadimoga)

Pipeline section capacity

Section 4 limitation

—_—

CS01-C502
segment maximum
pipeline capacity

Tap-off for
Spurline to Hazira,
Velanja

Inlet to CS-1 at OT
(Gadimoga)

Pipeline section capacity

Section 5 limitation

Tap-off for

1-CS02
interconnect to CS0

segment maximum
pipeline capacity

Inlet to CS-1 at OT
(Gadimoga)

Pipeline section capacity

Section 6 limitation

GSPL at CS 10A,
Bhadbhut

Tap-off for Spur
Inlet to CS-1 at OT] line to GAIL DVIPL
(Gadimoga) network from

CS10B, Bhadbhut

CS01-C502
segment maximum
pipeline capacity

Pipeline section capacity

Section 7 limitation

-

Note: o) [ ] means the moximum possible gas the section can draw at its inlet end with alf en-route tap-off and source points
being open.

b} { ) means the capacity any section con deliver at the end point of the section with all tap-off end source points en-route
being closed.

c) The sectional capacities are same for the period April 2011 to March 2012 as per the earlier period except that additional
capacity is available in the part downstream of £5-09.




